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COMPRESSQRHEEIEXTERNAPARTICLENTRYAMAGE

Compressor damage is caused by objects
being sucked into the air intake.

Cause®f external particle entry damage:

U Materials sucked into the air intake
system due to damaged, poor quality or
missing air filter.

U Damaged / Distorted hoses allowing
small particles to enter into the air intake
system.

U Gasket material entering into the air
intake system.

U Nuts / bolts / washers / rags or other
materials left inside the air intake pipe
after service.

U Fragments remaining inside the system
from a previous turbocharger failure.

Preventing external particle entry failure :

V Check and ensure all air hoses are in good condition and free from blocks,
distortions or loose items.

V Always use new gaskets of good quality to create perfect seals.

V Always use genuine and high quality air filter and fit them correct.

V Check and ensure that there are no fragments remaining in the air system
from the previous failure, before the fitment of the replacement turbocharger.
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TURBINEVHEEIEXTERNAPARTICLENTRYDAMAGE

Turbine damage is usually caused by
engine components, such as injector
tips or valve train parts.

Causes of external particle entry
damage :

U Broken engine components like
Injector tips, valves or fragments of
damaged piston entering through
exhaust manifold.

U Gasket material entering into the
air exhaust system.

U Nuts / bolts / washers / rags or
other materials left inside the
exhaust manifold after service.

U Fragments remaining inside the
system from a previous turbocharger
failure.

Preventing external particle entry failure :

V Always use new gaskets of good quality to create perfect seals.

V Check and ensure that there are no fragments remaining in the exhaust
system from the previous failure, before the fitment of the replacement
turbocharger.
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Service Centers:

Palakkad

17/550(9),KTV Tower, \ ‘
West Fort Road, Palakkagl678 001 ~
Phone : 049k 3260808, 3208000

Kochi

40/618,BhagavathyParambilBuilding,

Near Federal BanlRalarivattom, Kochic 682 025
Phone : 08483114333

Kozhikode

3/165-A,Nano Building,

Major SanthoshRoad, Behind G®©p Urban Bank,
Vandipetta, WestNadakkavy Kozhikodeg 673 011
Phone : 0495 3104333

Collection Centers:

Kannur

EP 11I/178, EVES Arcade,

Opposite Technical High Schodhottada, Kannurg 670 007
Phone : 049% 3268785

Thiruvananthapuram

TC 36/1090(9)NarayanNilayam,
Eanchakkalunction,VallakadavuP.O.,Thiruvananthapuramg 695 008
Phone : 047X 3198785

Service Helpline : +91 491 3208000
Technical Assistance : +91 93491 27136

Website: www.paramountautozonecom
WWw.paramountgrp.net
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Come to us for a cleaner and
greener road to the future..




